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FEATURES: 

• With UV, MG, IR, CIS (image) Counterfeit detection 

• Auto currency identification and multi-currency mixed counting 

• Accurate serial number recognition 

• Half-note, double-note, chain-note detection 

• Non-stop counting with reject pocket 

• Face / Orientation / Version / Denomination notes sorting 

• Add function, batch function, reporting and printing functions  

• With touch control panel and 3.5 inch TFT display 

• With USB interface, printer interface, external display interface 

• Easy software upgrade via USB port 

• Suitable for USD, EUR, GBP, RUB, CAD, AUD, AED, SYP, MXN, ARS, INR, IDR, THB, PKR, 

PHP,  up to 60 currencies 

SPECIFICATIONS: 

• Hopper Capacity:  Max 500 notes 

• Stacker Capacity:  Max 200 notes 

• Reject Capacity:  Max 100 notes 

• Counting Speed: 800, 1000, 1200 notes/min  for CNT mode  | 800,1000 notes/min for 

MDC & SDC modes 

• Dimensions: 288x270x245mm 

• Power Supply: AC 100-240V 50-60Hz 

• Size of Countable Notes: 50x110-90x190 mm 

• Net Weight: 9.4 Kgs 

• Gross Weight: 11.2 Kg 

• Power Consumption:  ≤80 W 

• Connection Port: USB, RS-232, RJ-11 
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DMINTERACT DM-950 COMES WITH RECEIPT PRINTER 

 

 

 

 

 

SPECIFICATIONS: 

• Printing method: line thermal printing 

• Printing paper width: 57.5±0.5mm 

• Print density: 8 dots/mm, 384 dots/line. 

• Printing speed: about 90mm/sec (the effective printing content of each line does not exceed 

25%) 

• Reliability: print head life: 100km 

• Effective printing width: 48mm 

• Interface form 

• Serial port interface: DB 9 core socket (female type), supports XON/XOFF and RTS/CTS protocols. 

Wave Bit rate: 1200~115200bps adjustable. Data structure: 1 start bit + 7 or 8 data bits + 1 bit 

stop bit. 

• Barcode printing command: support UPCA, UPC-E, EAN-13 , EAN, CODE39, ITF25, CODABAR, 

CODE93, CODE128 barcode printing 

Power Requirements 

• DC12V±10%, 2A (one core). 

Working Environment 

• Operating temperature: 0～50℃ 

• Storage temperature: 20～60℃ 

• Operating relative humidity: 10-90% 

• Machine Dimension: 184(L) X 129 (W) X 101(H) mm 
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DMINTERACT DM-950 SUPPORTED CURRENCIES (15 Max) 
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